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EXTENSION SPLIT CLAMP FIG. S10R

Function: Designed for non-insulated stationary pipe lines in either a horizontal or
vertical position. \

Material: Malleable iron (Type 304 or 316 Stainless Steel upon request) t A

Finish: Plain or electro-galvanized

Approvals: Complies with Federal Specification A-A-1192A (Type 12) and
Manufacturers’ Standardization Society ANSI/MSS SP-58 (Type 12)
which supersedes ANSI/MSS SP-69.

Ordering: Specify figure number, pipe size, material, and finish.

o Bolt Max. Rec. Load Wt. Each
Pipe Size | Thread B
A lbs. | kN | Ibs. | kg
Y | (10) | ¥ | e | (2064) | 180 | (0.80) | 13 | (.06)
i | (15) | U5 | (2223) | 180 | (0.80) | .14 | (.08)
Y | 20) | % 1 | (2540) | 180 | (0.80) | .16 | (.07)
1| @) | % | 1% | @858 | 180 | (0.80) | .18 | (.08)
e | (32) | % | 15 | (33.34) | 180 | (0.80) | 22 | (.10)
1, | (40) | % | 17 | (36.51) | 180 | (0.80) | 38 | (A7)
2 | (50) | ¥ |14 | (4286) | 180 | (0.80) | 44 | (20)
2 | 65 | 1 | 2Us | (5398) | 300 | (1.33) | 45 | (20)
31 80) | th | 2he | (61.91) | 300 | (1.33) | 55 | (25)
4 | (100) | |31 | (8493) | 300 | (133) | 70 | (32)

Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters.
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