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FIG. 690 PIPE SLIDE ASSEMBLY 

Function:  Designed to be welded directly to the pipe to support piping where horizontal movement resulting from 

expansion and contraction takes place and where a low coefficient of friction is desired.  Allows for 

10” (254 mm) of travel with no lubrication required. 

Material:  Carbon Steel and PTFE bonded slide plates 

Finish:  Plain, Painted, or Galvanized. 

Approvals:  Complies with Federal Specifications A-A-1192A (Type 35) and Manufacturers’ Standardization Society 

ANSI/SP-58 (Type 35). 

Ordering:  Specify figure number, type, finish, and any additional options. 

Type 

Max Load 

H W 
PTFE Slide Plate 

Base Length 

Weight 
Each Down Side* Up 

lbs. kN lbs. kN lbs. kN lbs. kg 

1 

8000 

- - - - 43/4 (120.7) 4 (101.6) 2 (50.8) 11.93 (5.41) 

(35.59) 

2 2000 (8.90) - - 5 (127.0) 8 (203.2) 4 (101.6) 16.10 (7.30) 

3 2000 (8.90) 800 (3.56) 5 (127.0) 8 (203.2) 4 (101.6) 16.95 (7.69) 

4 - - - - 43/4 (120.7) 6 (152.4) 2 (50.8) 12.47 (5.66) 

5 2000 (8.90) - - 5 (127.0) 111/2 (292.1) 5 (127.0) 18.81 (8.53) 

6 2000 (8.90) 800 (3.56) 5 (127.0) 111/2 (292.1) 5 (127.0) 19.66 (8.92) 

*Side loads are only applicable if appropriate end plates are added to Tee section or slide assembly. 

End Plates 

Options: 

Maximum Temperature: 

 750F (399C) 

PTFE Temperature Range: 

 -20F to 400F (-29C to 204C) 

Additional Options: 

 -Extended travels 

 -Extended tee heights 

 -End plates 

 -Clamps 

 -Base plate with 

  mounting holes 

Clamps Clamps & End Plates 
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PIPE SLIDE ASSEMBLY FIG. 690 
Notes: 

 -Types 1, 2, 4, & 5 allow for up to 3” (76.2 mm) of insulation 

 -Types 3 & 6 allow for up to 21/2” (63.5 mm) of insulation 

 -Types 1, 2, & 3 provide for longitudinal movement only 

 -Types 4, 5, & 6 provide for both longitudinal and lateral movement 

 -Tees may be fabricated  
Structural 

Tee 

Fabricated 

Tee 

Type 1 

Type 3 

Type 5 

Type 2 

Type 4 

Type 6 
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