
Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters. 
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Standard Product Information for 15⁄8” (41.3) width series channel fittings (Unless Otherwise Noted) 

Hole Diameter: 9⁄16” (14.3);      Hole Spacing-From End: 13⁄16” (20.6);      Hole Spacing-On Center: 17⁄8” (47.6);      Width: 15⁄8” (41.3);      Thickness: 1⁄4” (6.4) 
Material: Carbon steel (Type 304 or 316 Stainless Steel upon request);    Finish: Electro-galvanized (hot-dip galvanized, e-coat, and powder coated upon request) 

Ordering: Specify figure number, material, and finish. 



Standard Product Information for 15⁄8” (41.3) width series channel fittings (Unless Otherwise Noted) 

Hole Diameter: 9⁄16” (14.3);      Hole Spacing-From End: 13⁄16” (20.6);      Hole Spacing-On Center: 17⁄8” (47.6);      Width: 15⁄8” (41.3);      Thickness: 1⁄4” (6.4) 
Material: Carbon steel (Type 304 or 316 Stainless Steel upon request);    Finish: Electro-galvanized (hot-dip galvanized, e-coat, and powder coated upon request) 

Ordering: Specify figure number, material, and finish. 

Wt. Each 

lbs. kg 

3.14 (1.42) 

Wt. Each 

lbs. kg 

3.14 (1.42) 

Wt. Each 

lbs. kg 

2.30 (1.04) 
Wt. Each 

lbs. kg 

3.92 (1.78) 

Wt. Each 

lbs. kg 

3.92 (1.78) 

Wt. Each 

lbs. kg 

3.58 (1.62) 

 FIG. 6020 
POST BASE FOR 15/8” STRUT 

FIG. 6005 
POST BASE FOR 15/8” STRUT 

FIG. 6010 
POST BASE FOR 15/8” STRUT 

 FIG. 6025 
POST BASE FOR 15/8” STRUT 

Wt. Each 

lbs. kg 

3.12 (1.42) 

 FIG. 6029 
POST BASE FOR 15/8” STRUT 

 FIG. 6030 
POST BASE FOR 15/8” STRUT 

 FIG. 6015 
POST BASE FOR 15/8” STRUT 
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Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters. 
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Standard Product Information for 15⁄8” (41.3) width series channel fittings (Unless Otherwise Noted) 

Hole Diameter: 9⁄16” (14.3);      Hole Spacing-From End: 13⁄16” (20.6);      Hole Spacing-On Center: 17⁄8” (47.6);      Width: 15⁄8” (41.3);      Thickness: 1⁄4” (6.4) 
Material: Carbon steel (Type 304 or 316 Stainless Steel upon request);    Finish: Electro-galvanized (hot-dip galvanized, e-coat, and powder coated upon request) 

Ordering: Specify figure number, material, and finish. 



Wt. Each 

lbs. kg 

3.30 (1.50) 

Wt. Each 

lbs. kg 

3.30 (1.50) 

 FIG. 6065 
POST BASE FOR DOUBLE 15/8” STRUT 

 FIG. 6080 
POST BASE FOR DOUBLE 15/8” STRUT 

 FIG. 6095 
POST BASE FOR 15/8” STRUT 

FIG. 6035 
POST BASE FOR DOUBLE 15/8” STRUT 

FIG. 6040 
POST BASE FOR DOUBLE 15/8” STRUT 

FIG. 6045 
POST BASE FOR DOUBLE 15/8” STRUT 

Note: Not available 
in Stainless Steel. 

Note: Not available 
in Stainless Steel. 

Wt. Each 

lbs. kg 

2.50 (1.13) 

Wt. Each 

lbs. kg 

4.00 (1.81) 

Wt. Each 

lbs. kg 

4.00 (1.81) 

Wt. Each 

lbs. kg 

3.20 (1.45) 

Wt. Each 

lbs. kg 

1.30 (.59) Wt. Each 

lbs. kg 

2.97 (1.37) 

 FIG. 6050 
POST BASE FOR DOUBLE 15/8” STRUT 

 FIG. 6060 
POST BASE FOR DOUBLE 15/8” STRUT 
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