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FIG. 690 PIPE SLIDE ASSEMBLY 

Function:  Designed to be welded directly to the pipe to allow for support from below and allow for horizontal 
movement with a low coefficient of friction. The assembly consists of a carbon steel tee with a polished 
stainless bottom which rests on a PTFE (glass filled teflon) plate, bonded to a carbon steel plate. The base 
plate configuration will vary with the Type selected. 

Material:  Carbon Steel, Stainless Steel, PTFE. 
Finish:  Plain, Painted, or Hot dipped galvanized. 
Approvals:  Complies with Federal Specifications A-A-1192A (Type 35) and Manufacturers’ Standardization Society 

ANSI/SP-58 (Type 35). 
Ordering:  Specify figure number, pipe size, type, finish, and travel. 
Maximum Temperature: 

 200F (93C) at the sliding surface 

NOTE: Greater height 
dimensions, longer 
transverse and 
longitudinal movements, 
and other customer 
requirements can be 
supplied upon request. 

Pipe 
Size  

Travel   
H  K 

Type 2 & 3 L  W X 
Type 2 & 3 

Weight Each 
Type 1 Max Load 

Type 1 Type 2 & 3 lbs. kg lbs. kN 

Up to 8” (Up to 200) 

5 (127) 

33/4  (95.25) 41/4 (107.95) 4 (101.6) 

81/2 (215.9) 

31/2 (88.9) 6 (152.4) 

7 (3.18) 

7000 (31.14) 
10 (254) 131/2 (342.9) 10 (4.54) 

15 (381) 181/2 (469.9) 13 (5.90) 

20 (508) 231/2 (596.9) 17 (7.71) 

10” - 24”  (250 - 600)  

5 (127) 

33/4  (95.25)  41/4  (107.95)  6  (152.4)  

101/2 (266.7) 

41/2  (114.3)  7  (177.8)  

11 (4.99) 

13500  (60.05)  
10 (254) 151/2 (393.7) 15 (6.80) 

15 (381) 201/2 (520.7) 19 (8.62) 

20 (508) 251/2 (647.7) 23 (10.43) 

Loads based upon 500 psi / 35.2 Kg per sq. cm. pressure on the PTFE 
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PIPE SLIDE ASSEMBLY FIG. 690 

Type 1 

Type 3 
Base with guides 
and hold down 
lugs. 

Type 2 
Base with guides. 
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